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Elementary School Building: Systems Summary 

Address 3100 Medway Street, Silver Spring, MD 20902 

GPS Coordinates 39.0514158, -77.0639713 

Constructed/Renovated 1950 / 2011 

Building Area 87,491 SF 

Number of Stories 2 above grade with no below-grade basement levels 

System Description Condition 

Structure Masonry bearing walls with wood or metal roof deck supported by 
open-web steel joists and concrete strip/wall footing foundation 
system  

Fair 

Façade Primary Wall Finish: Brick  
Secondary Wall Finish: Stucco, CMU, Metal siding 
Windows: Aluminum  

Fair 

Roof Primary: Flat construction modified bituminous patches and built-
up finish 
Secondary: Hip construction with metal finish 

Good 

Interiors Walls: Painted gypsum board, painted CMU, ceramic tile 
Floors: Carpet, VCT, ceramic tile, unfinished 
Ceilings: Painted gypsum board, ACT and exposed 

Fair 

Elevators Passenger: 1 hydraulic car serving all 2 floors 
Wheelchair lift 

Fair 

Plumbing Distribution: Copper and cast iron and PVC waste and venting 
Hot Water: Gas water heaters with integral tanks 
Fixtures: Toilets, urinals, and sinks in all restrooms 

Fair 

HVAC Central System: Boilers feeding air handlers, VRV, fan coil, 
hydronic baseboard radiators and cabinet terminal units 
Non-Central System: Packaged units, Split-system heat pumps, 
Ductless split-systems 
Supplemental components: Ductless split-systems, suspended 
unit heaters 

Fair 

Fire Suppression Wet-pipe sprinkler system with dry-piped portion and fire 
extinguishers 

Fair 
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Elementary School Building: Systems Summary 

Electrical Source and Distribution: Main switchboards and panels with 
copper wiring 
Interior Lighting: LED, linear fluorescent 
Exterior Building-Mounted Lighting: LED, HPS 
Emergency Power: Natural gas generator with automatic transfer 
switch 

Fair 

Fire Alarm Alarm panel with smoke detectors, heat detectors, alarms, 
strobes, pull stations, back-up emergency lights, and exit signs 

Fair 

Equipment/Special Commercial kitchen equipment Fair 
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Site Information 

Site Area 12.0 acres (estimated) 

Parking Spaces 78 total spaces all in open lots; 4 of which are accessible 

System Description Condition 

Site Pavement Asphalt lots with limited areas of concrete aprons and pavement 
and adjacent concrete sidewalks, curbs, ramps, and stairs 

Fair 

Site Development Building-mounted, Property entrance signage; chain link fencing; 
Playgrounds and sports fields and courts  
Limited park benches, picnic tables, trash receptacles 

Fair 

Landscaping and 
Topography 

Limited landscaping features including lawns, trees, bushes, and 
planters 
Irrigation not present 
CMU, concrete, brick retaining walls 
Low to moderate site slopes throughout, Severe site slopes 
throughout west side 

Fair 

Utilities Municipal water and sewer 
Local utility-provided electric and natural gas 

Fair 

Site Lighting Pole-mounted: LED 
Pedestrian walkway and landscape accent lighting 

Fair 
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Historical Summary 

The original school building was constructed in 1950 and has undergone several expansions to accommodate 
growing educational needs. The campus evolved with a north addition in 1951, followed by a significant 
expansion in 1970 that added a gymnasium, kitchen, cafeteria, and classrooms. Further growth occurred in 
1989 with a west classroom addition. The most recent major update was the addition of a Health Center in 
2011. Today, the main school building serves as a Pre-K through 5th grade elementary school, reflecting over 
seven decades of adaptation and expansion to meet the changing requirements of its community. 

Architectural 
The school consists of 1 and 2 story structures, primarily built with open web steel joists supported by CMU 
bearing walls with brick veneer. The building appears structurally sound, except for the connection between 
the west classroom addition and the original south building where cracking was observed. The built-up roof 
was 90% replaced in 2020, with a green roof on the Health Center installed in 2011. The entrance features 
pitched metal roofing estimated to have been replaced in 2020. 
Interior finishes vary in age and condition. VCT flooring, installed in 2011, is in generally fair condition 
throughout the main building. Bathroom ceramic tile floors were replaced in 2017, and library carpeting was 
installed in 2023. Suspended acoustic tile ceilings, replaced in 2017, and walls, repainted in 2020, are not 
anticipated to need near-term replacement. 
However, moisture damage and mold growth were reported in Kindergarten Classroom 5's exterior wall, 
requiring environmental consultation and remediation. 
Overall, while many components are relatively new or in good condition, targeted repairs and ongoing 
maintenance will be crucial, particularly addressing the structural issue and moisture intrusion problem to 
maintain the building's integrity and ensure a safe learning environment. 

Mechanical, Electrical, Plumbing and Fire (MEPF) 

The school's central heating system is served by two gas boilers installed in 2017, which supply air handling 
units, fan coil units, baseboard radiators, and unit ventilators throughout the building. Large areas are 
additionally served by rooftop package units, VRV split systems, and ductless split systems, also installed in 
2017, providing comprehensive climate control. 
Plumbing hot water is provided by a 50-gallon gas water heater in the main mechanical room, with lifecycle 
replacement anticipated in the mid-term. The plumbing infrastructure varies in age due to building additions 
over the years, with fixture replacements expected in the near term. 
The electrical system consists of two main switchboards and distribution panels located in electrical and 
mechanical rooms throughout the building. The switchboards are nearing the end of their useful life and 
require near-term replacement. Distribution panels vary in condition, with some in fair condition and others 
more recently installed. An emergency generator and two ATS units, installed in 2010, provide backup power. 
The commercial kitchen equipment, primarily dating from 1989 to 2000, is approaching the end of its lifecycle. 
Near-term replacement is anticipated for most equipment, with the walk-in refrigerator reported as leaking. 
Fire safety is addressed by a fully addressable fire alarm system, with the main panel in the building 
manager's office reported to be 8 years old. The building is also protected by a sprinkler fire suppression 
system. Neither system is expected to require replacement in the short term. 
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Site 
The school's site presents varying conditions across its outdoor areas. Asphalt parking lots show widespread 
alligator cracking and poor pavement striping, indicating a need for near-term resurfacing and restriping. In 
contrast, site lighting utilizes modern pole-mounted LED fixtures and wall packs, providing efficient 
illumination. Playground equipment, largely replaced in 2019, is in good condition with midterm lifecycle 
replacement anticipated. Concrete sidewalks are generally in fair condition. 

Facility Condition Index (FCI) Depleted Value 

A School Facility’s total FCI Depleted Value (below) and FCI Replacement Value (above) are the sum of all of 
its building assets and systems values.  A School Facility with full estimated life of all systems (a brand new 
school) would have a 0 FCI. The FCIs cannot exceed 1. 

The Facility Condition Index (FCI) Depleted Value quantifies the depleted life and value of a facility’s primary 
building assets, systems and components such as roofs, windows, walls, and HVAC systems.  FCI Depleted 
Value metrics are useful for estimating the levels of spending necessary to achieve and maintain a specific 
level of physical condition.  Lower scores are better, as facilities with lower FCI scores have fewer building-
system deficiencies, are more reliable, and will require less maintenance spending on systems replacement 
and mission-critical emergencies. 

The FCI Depleted Value of this school is 0.540716

 


