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Elementary School Building: Systems Summary 

Address 1401 Olney-Sandy Spring Road, Sandy Spring, MD 20860 

GPS Coordinates 39-08-58N, 77-01-59W

Constructed/Renovated 1977, renovated 2009 and 2021 

Building Area 81,727 SF 

Number of Stories Two above-grade 

System Description Condition 

Structure Masonry bearing walls with metal roof deck supported by wood 
open-web steel joists and concrete strip/wall footing foundation 
system  

Fair 

Façade Primary Wall Finish: Brick  
Secondary Wall Finish: Metal 
Windows: Aluminum  

Fair 

Roof Primary: Flat roofing with modified-bituminous membrane and 
built-up finish  
Secondary: Metal 

Fair 

Interiors Walls: Painted gypsum board, CMU, and ceramic tile 
Floors: Carpet, VCT, ceramic tile, unfinished 
Ceilings: Painted gypsum board, ACT, exposed 

Fair 

Elevators One hydraulic passenger elevator Fair 

Plumbing Distribution: Copper supply and cast-iron waste and venting 
Hot Water: Electric domestic water heater 
Fixtures: Toilets, urinals, and sinks in restrooms 

Fair 

HVAC Non-Central System: Packaged units, split-system heat pumps, 
VRV heat pump systems 
Supplemental components: Ductless split-systems, suspended 
electric unit heaters  

Fair 
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Elementary School Building: Systems Summary 

Fire Suppression Wet-pipe sprinkler system, kitchen hood system and fire 
extinguishers 

Fair 

Electrical Source & Distribution: Main switchboard with copper wiring   
Interior Lighting: Linear fluorescent or LED 
Exterior Building-Mounted Lighting: Metal-halide, HPS 
Emergency Power: Generator with automatic transfer switch 

Fair 

Fire Alarm Alarm panel with smoke detectors, heat detectors, alarms, 
strobes, pull stations, back-up emergency lights, and exit signs 

Fair 

Equipment/Special Commercial kitchen equipment  Fair 

Site Information 

Site Area 10 acres (estimated) 

Parking Spaces 72 total spaces, all in open lots; 6 of which are accessible  

System Description Condition 

Site Pavement Asphalt lots with limited areas of concrete aprons and pavement 
and adjacent concrete sidewalks, curbs, ramps, and stairs 

Fair 

Site Development Property entrance signage; chain link fencing  
Playgrounds and basketball courts 
Limited, park benches, picnic tables, trash receptacles 

Fair 

Landscaping & 
Topography 

Significant landscaping features including lawns, trees, bushes, 
and planters 
Irrigation not present 
Low to moderate site slopes throughout  

Fair 

Utilities Municipal water and sewer  
Local utility-provided electric and natural gas 

Fair 

Site Lighting Pole-mounted: LED, HPS, metal halide Fair 
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Historical Summary 
The original school building was constructed circa 1977.  The two-story addition at the west side of the school 
building was completed in 2009.  The interior of the original school was renovated in 2021. 

Architectural  
The building structure and envelope appeared to be in mostly fair condition.  The Building Engineer expressed 
some concern that the building was settling, and gaps were observed between the adjacent sidewalks and the 
exterior walls.  However, no cracks or other evidence of differential settlement was observed.  According to the 
Building Engineer, the roof membrane was replaced around 2020.  However, the Building Engineer indicated 
that the roof has since developed leaks.  Building window replacement was undertaken in 2021. Interiors are in 
fair overall condition, having undergone periodic updates. Walls are primarily painted gypsum board, with 
ceramic tile in restrooms for added durability. Flooring consists mainly of vinyl composition tile (VCT) and 
ceramic tile, appropriate for high-traffic school environments. Ceilings alternate between acoustical ceiling tiles 
(ACT) and painted gypsum board.  

Mechanical, Electrical, Plumbing and Fire (MEPF) 
The school's HVAC system varies between its older section and the 2009 addition. In the older part, heating is 
provided by a combination of electric terminal units and individual VRF split systems, while the 2009 addition 
uses individual split systems for both heating and cooling. Domestic hot water is supplied by an electric water 
heater. Plumbing fixtures in the older section were updated during a 2021 renovation, while those in the 2009 
addition remain original. The electrical system features a 2000-amp main switchboard, replaced in 2024 along 
with some other electrical power components. Emergency power is provided by a diesel-powered generator. 
The 2009 addition includes a hydraulic elevator for vertical transportation. Fire safety is addressed 
comprehensively with a building-wide fire alarm system and complete sprinkler protection. This mix of systems 
reflects the building's evolution, with recent updates to electrical and plumbing components in the older section 
indicating ongoing modernization efforts. 

Site 
The school site comprises several key elements: the main school building, playgrounds, ballfields, parking lots, 
and two retention ponds - a large one at the front of the property and a smaller one at the rear. This layout 
provides a mix of educational, recreational, and functional spaces typical of a comprehensive school campus. 
However, the condition of the parking lots is a concern, with visible potholes and cracks requiring attention. 
These damaged sections need repair in the near future to prevent further deterioration and potential safety 
hazards. 

Facility Condition Index (FCI) Depleted Value  
A School Facility’s total FCI Depleted Value (below) and FCI Replacement Value (above) are the sum of all of 
its building assets and systems values.   

The Facility Condition Index (FCI) Depleted Value quantifies the depleted life and value of a facility’s primary 
building assets, systems and components such as roofs, windows, walls, and HVAC systems.  FCI Depleted 
Value metrics are useful for estimating the levels of spending necessary to achieve and maintain a specific 
level of physical condition.  Lower scores are better, as facilities with lower FCI scores have fewer building-
system deficiencies, are more reliable, and will require less maintenance spending on systems replacement 
and mission-critical emergencies. 

The FCI Depleted Value of this school is 0.528405. 




