
50
40

30
20

10

40
30

20
10

50
40

30
20

10

40
30

20
10

PROVIDE 2-WAY CONCRETE-ENCASED DUCTBANK FOR GENERATOR FEEDER.

PEPCO SPLICE BOX FOR PEPCO SECONDARY CABLES ONLY.

TYPE 1 ELECTRICAL HANDHOLE FOR GENERATOR FEEDER TO FIRE PUMP.

QUICK-CONNECT GENERATOR SWITCHBOARD.

GENERATOR DOCKING STATION.

GENERATOR BLOCK HEATER:  5KW-208V-3Ø.

GENERATOR ACCESSORIES:  120V.
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SCALE: 1" = 30'-0"
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SHOULD DISCREPANCIES BE DISCOVERED BETWEEN THE DRAWINGS AND FIELD
CONDITIONS, IMMEDIATELY NOTIFY THE ARCHITECT IN WRITING AND AWAIT
DIRECTION BEFORE PROCEEDING WITH THE WORK.

REFER TO ARCHITECTURAL PLANS FOR ADDITIONAL REQUIREMENTS WITHIN THE
CONSTRUCTION AREA.

NOTIFY "MISS UTILITY" (1-800-257-7777) AT LEAST FIVE (5) WORKING DAYS PRIOR TO
STARTING SITE WORK.

FOR PARALLEL RUNS, MAINTAINED 5 FEET CLEARANCE BETWEEN PEPCO UTILITY
DUCTBANKS AND OTHER UNDERGROUND BUILDING ELECTRICAL SERVICES
(GENERATOR, FIRE PUMP, LIGHTING).

COORDINATE CROSSINGS OF UNDERGROUND BUILDING ELECTRICAL SERVICES
(GENERATOR, FIRE PUMP, LIGHTING) WITH PEPCO.

PROVIDE UNDERGROUND CONDUITS IN CONCRETE-ENCASED DUCTBANK WHEN
INSTALLED UNDER ROADS AND RETAINING WALLS.  PROVIDE DIRECTLY-BURIED
CONDUITS UNDER SIDEWALKS AND UNPAVED SURFACES.

FOR LIGHTING CIRCUITS, PROVIDE 2 #8 + #8 GROUND IN 1" UNDERGROUND
CONDUIT, UNLESS OTHERWISE NOTED, AND CONNECT TO LIGHT POLES INDICATED.

WHERE HANDHOLES ARE INDICATED ON SITE PLAN, PROVIDE ELECTRICAL
HANDHOLES, UNLESS OTHERWISE NOTED TO BE A COMMUNICATIONS HANDHOLE.
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GENERAL NOTES:
INFORMATION SHOWN ON THIS DRAWING PERTAINING TO EXISTING CONDITIONS
HAS BEEN OBTAINED FROM AVAILABLE BUILDING DRAWINGS OR GENERAL FIELD
OBSERVATIONS AND MAY NOT INDICATE EXISTING CONDITIONS IN DETAIL OR
DIMENSION.  DETERMINE EXISTING CONDITIONS PRIOR TO FABRICATION OR
PERFORMANCE OF ANY WORK.  SHOULD CONDITIONS BE DISCOVERED THAT
PREVENT EXECUTION OF THE WORK AS INDICATED, IMMEDIATELY NOTIFY THE
ARCHITECT IN WRITING AND AWAIT DIRECTION BEFORE PROCEEDING WITH THE
WORK.

GENERAL LOCATIONS OF UNDERGROUND UTILITIES INDICATED ARE NOT TO BE
ASSUMED TO BE ACCURATE OR COMPLETE.  PRIOR TO EXCAVATING, FIELD CHECK
AREAS WITH THE MOST ACCURATE INSTRUMENTS AVAILABLE, SUCH AS "FISHER
LABS" PIPE AND CABLE LOCATORS.
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PROVIDE CONNECTIONS PER GENERATOR MANUFACTURER'S REQUIREMENTS.

STUB-UP RECEPTACLE AT TENNIS COURT AT 24" ABOVE GRADE FROM BOTTOM OF
BOX.  PROVIDE ADDITIONAL CAPPED CONDUIT BELOW BOX TO 24" BELOW GRADE
FOR BOX SUPPORT.

RUN EXTERIOR LIGHTING CIRCUITS CONTACTOR C1, CONTROLLED VIA TIME CLOCK
/ TIME SWITCH T1 LOCATED ADJACENT TO LIGHTING PANEL.  PROVIDE CIRCUITS AS
FOLLOWS:

1. LIGHTING CIRCUIT #1:  TYPE AA3/AA1 POLE LIGHTS IN BUS LOOP AND LOADING
DOCK.

2. LIGHTING CIRCUITS #2 & #3:  TYPE AA1/AA2 POLE LIGHTS IN SOUTHEAST
PARKING LOT NEAR OMEGA DRIVE.  REFER TO DRAWING E0-005.

3. LIGHTING CIRCUITS #4 & #5:  TYPE AA1/AA2 POLE LIGHTS IN NORTH PARKING LOT
NEAR FIELDS ROAD.
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SPECIFIC NOTES:
PROVIDE ELECTRICAL MANHOLE FOR PEPCO PRIMARY CABLES.

PROVIDE 8-WAY CONCRETE-ENCASED DUCTBANK FOR PEPCO PRIMARY CABLES.

PROVIDE 4-WAY CONCRETE-ENCASED DUCTBANK FOR PEPCO PRIMARY CABLES.

PEPCO TRANSFORMER.

PROVIDE 12-WAY CONCRETE-ENCASED DUCTBANK FOR PEPCO SECONDARY
CABLES.

PROVIDE 2-WAY CONCRETE-ENCASED DUCTBANK FOR PEPCO SECONDARY
CABLES.
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PANEL.

PROVIDE TWO 120-VOLT CIRCUITS TO SCHOOL SIGN.  ONE OF TWO CIRCUITS SHALL
BE RUN VIA CONTACTOR C2, CONTROLLED VIA TIME CLOCK / TIME SWITCH T1
LOCATED ADJACENT TO PANEL.

PROVIDE TWO 2P-30A ENCLOSED SWITCHES IN NEMA 3R ENCLOSURES AND MOUNT
ADJACENT TO SCHOOL SIGN.  COORDINATE EXACT LOCATION OF ENCLOSED
SWITCHES WITH SCHOOL SIGN MANUFACTURER.  MAKE CONNECTIONS TO SCHOOL
SIGN REQUIRED FOR COMPLETE INSTALLATION.

PROVIDE TWO 2" UNDERGROUND CONDUITS FOR POWER AND FIRE ALARM SERVING
BASEBALL FIELD STORAGE BUILDING.
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SHOULD DISCREPANCIES BE DISCOVERED BETWEEN THE DRAWINGS AND FIELD
CONDITIONS, IMMEDIATELY NOTIFY THE ARCHITECT IN WRITING AND AWAIT
DIRECTION BEFORE PROCEEDING WITH THE WORK.

REFER TO ARCHITECTURAL PLANS FOR ADDITIONAL REQUIREMENTS WITHIN THE
CONSTRUCTION AREA.

NOTIFY "MISS UTILITY" (1-800-257-7777) AT LEAST FIVE (5) WORKING DAYS PRIOR TO
STARTING SITE WORK.

FOR PARALLEL RUNS, MAINTAINED 5 FEET CLEARANCE BETWEEN PEPCO UTILITY
DUCTBANKS AND OTHER UNDERGROUND BUILDING ELECTRICAL SERVICES
(GENERATOR, FIRE PUMP, LIGHTING).

COORDINATE CROSSINGS OF UNDERGROUND BUILDING ELECTRICAL SERVICES
(GENERATOR, FIRE PUMP, LIGHTING) WITH PEPCO.

PROVIDE UNDERGROUND CONDUITS IN CONCRETE-ENCASED DUCTBANK WHEN
INSTALLED UNDER ROADS AND RETAINING WALLS.  PROVIDE DIRECTLY-BURIED
CONDUITS UNDER SIDEWALKS AND UNPAVED SURFACES.

FOR LIGHTING CIRCUITS, PROVIDE 2 #8 + #8 GROUND IN 1" UNDERGROUND
CONDUIT, UNLESS OTHERWISE NOTED, AND CONNECT TO LIGHT POLES INDICATED.

WHERE HANDHOLES ARE INDICATED ON SITE PLAN, PROVIDE ELECTRICAL
HANDHOLES, UNLESS OTHERWISE NOTED TO BE A COMMUNICATIONS HANDHOLE.
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GENERAL NOTES:
INFORMATION SHOWN ON THIS DRAWING PERTAINING TO EXISTING CONDITIONS
HAS BEEN OBTAINED FROM AVAILABLE BUILDING DRAWINGS OR GENERAL FIELD
OBSERVATIONS AND MAY NOT INDICATE EXISTING CONDITIONS IN DETAIL OR
DIMENSION.  DETERMINE EXISTING CONDITIONS PRIOR TO FABRICATION OR
PERFORMANCE OF ANY WORK.  SHOULD CONDITIONS BE DISCOVERED THAT
PREVENT EXECUTION OF THE WORK AS INDICATED, IMMEDIATELY NOTIFY THE
ARCHITECT IN WRITING AND AWAIT DIRECTION BEFORE PROCEEDING WITH THE
WORK.

GENERAL LOCATIONS OF UNDERGROUND UTILITIES INDICATED ARE NOT TO BE
ASSUMED TO BE ACCURATE OR COMPLETE.  PRIOR TO EXCAVATING, FIELD CHECK
AREAS WITH THE MOST ACCURATE INSTRUMENTS AVAILABLE, SUCH AS "FISHER
LABS" PIPE AND CABLE LOCATORS.
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SPECIFIC NOTES:
STUB-UP RECEPTACLE AT TENNIS COURT AT 24" ABOVE GRADE FROM BOTTOM OF
BOX.  PROVIDE ADDITIONAL CAPPED CONDUIT BELOW BOX TO 24" BELOW GRADE
FOR BOX SUPPORT.

PROVIDE TWO 2" UNDERGROUND CONDUITS FOR POWER AND FIRE ALARM SERVING
BASEBALL FIELD STORAGE BUILDING.

TO SWITCH SERVING TRACK FLOODLIGHTS. REFER TO PART PLAN 1/E-401 FOR
CONTINUATION.

1

45

RGS-3

H
3

2

2

H
3

2

2

JJ

H

3

3

2

JPA Project No.: 7357-20

AB

C

D

E

F

N

Drawing No.Revision

Project No.

Title

Scale

Client/Project

Client/Project Logo

Permit/Seal

YYYY.MM.DD

Consultants

Issue/Revision

6

A

5 4 3 2 1

B

C

D

E

CIVIL ENGINEER - CLARK AZAR & ASSOCIATES

STRUCTURAL ENGINEER - SILMAN

M.E.P. / FP ENGINEER - JAMES POSEY ASSOCIATES

ACOUSTICS / AV ENGINEER - POLYSONICS

FOOD SERVICE - NYIKOS-GARCIA FOOD SERVICE DESIGN, INC.

SUSTAINABILE DESIGN CONSULTING - SUSTAINABLE DESIGN CONSULTING

FIRE PROTECTION / LIFE SAFETY REVIEW - JENSEN HUGHES

COST ENGINEERING - DOWNEY & SCOTT, LLC.

Key plan

2022.07.21MSDE / IAC SD SUBMISSION
2022.09.30DD PRICING SUBMISSION

© 2022 James Posey Associates, Inc.

STANTEC ARCHITECTURE, INC
3001 Washington Boulevard Suite 500
Arlington, VA  22201-2247
Tel: (703) 485-8555• www.stantec.com

9410 Fields Road, Gaithersburg, Maryland, 20878

218320500

MONTGOMERY COUNTY PUBLIC SCHOOLS

Crown High School

2022.11.23MSDE / IAC DD SUBMISSION
2023.03.0365% CD PRICING SUBMISSION
2023.05.19
2023.07.14

PERMIT SUBMISSION
95% CD SUBMISSION

SITE PLAN - ELECTRICAL

E0-005

AutoCAD SHX Text
M

AutoCAD SHX Text
INV

AutoCAD SHX Text
SD

AutoCAD SHX Text
INV

AutoCAD SHX Text
INV

AutoCAD SHX Text
INV

AutoCAD SHX Text
INV

AutoCAD SHX Text
INV

AutoCAD SHX Text
SD

AutoCAD SHX Text
INV

AutoCAD SHX Text
SD

AutoCAD SHX Text
INV

AutoCAD SHX Text
W

AutoCAD SHX Text
SD

AutoCAD SHX Text
E

AutoCAD SHX Text
INV

AutoCAD SHX Text
W

AutoCAD SHX Text
W

AutoCAD SHX Text
INV

AutoCAD SHX Text
SD

AutoCAD SHX Text
E

AutoCAD SHX Text
INV

AutoCAD SHX Text
W

AutoCAD SHX Text
SD

AutoCAD SHX Text
INV

AutoCAD SHX Text
SS

AutoCAD SHX Text
SS

AutoCAD SHX Text
W

AutoCAD SHX Text
SS

AutoCAD SHX Text
INV

AutoCAD SHX Text
INV

AutoCAD SHX Text
INV

AutoCAD SHX Text
INV

AutoCAD SHX Text
INV

AutoCAD SHX Text
INV

AutoCAD SHX Text
INV

AutoCAD SHX Text
SD

AutoCAD SHX Text
INV

AutoCAD SHX Text
INV

AutoCAD SHX Text
W

AutoCAD SHX Text
SD

AutoCAD SHX Text
E

AutoCAD SHX Text
INV

AutoCAD SHX Text
W

AutoCAD SHX Text
SD

AutoCAD SHX Text
E

AutoCAD SHX Text
INV

AutoCAD SHX Text
W

AutoCAD SHX Text
SD

AutoCAD SHX Text
INV

AutoCAD SHX Text
SS

AutoCAD SHX Text
W

AutoCAD SHX Text
SS

AutoCAD SHX Text
INV

AutoCAD SHX Text
10' P.U.E. PLAT 25593

AutoCAD SHX Text
FOREST CONSERVATION EASEMENT PLAT 25593

AutoCAD SHX Text
FOREST CONSERVATION EASEMENT PLAT 25593

AutoCAD SHX Text
SS

robert.stees@sitelogiq.com
Text Box
Cx Comment: Designate as GFCI receptacle

robert.stees@sitelogiq.com
Arrow

robert.stees@sitelogiq.com
Text Box
Cx Comment: Designate as GFCI receptacle

robert.stees@sitelogiq.com
Arrow

robert.stees@sitelogiq.com
Text Box
Cx Comment: General notes for contractor responsibilities for excavation, backfill and surface restoration?

robert.stees@sitelogiq.com
Text Box
Cx Comment: Missing connection from handhole to fixture.

robert.stees@sitelogiq.com
Arrow

robert.stees@sitelogiq.com
Text Box
Cx Comment: Clarify direct buried conduits for site lighting and power with note and reference to detail on drawing E505

robert.stees@sitelogiq.com
Rectangle

robert.stees@sitelogiq.com
Rectangle


