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SECTION 26 0528 
 

EQUIPMENT FOUNDATIONS 
 
PART 1 - GENERAL 
 
1.1 SECTION INCLUDES 
 

A. Equipment foundations (housekeeping pads). 
 

B. Outdoor equipment foundations. 
 
1.2 RELATED SECTIONS 
 

A. Generators:  Section 26 3213. 
 

B. Transformers:  Section 26 2200. 
 

1.3 SUBMITTALS 
 

A. Product data:  Concrete mix, grout, reinforcement, and accessories. 
 

B. Certifications:  Test report showing strength of concrete. 
 
PART 2 - PRODUCTS 
 
2.1 CONCRETE 
 

A. Concrete:   
 
1. Indoor:  3,000 psi (20.7 MPa) compressive strength at 28 days. 
2. Outdoor:  4,500 psi (31.0 MPa) compressive strength at 28 days. 

2.2 GROUT 
 

A. Non-shrink grout:  Premixed, consisting of non-metallic aggregate, cement, water-reducing and 
plasticizing agents; capable of developing minimum compressive strength of 7,000 psi in 28 days. 

 
1. Five Star Products, Inc. “Five-Star Grout” 
2. L&M Construction Chemicals, Inc. “Crystex” 
3. Sonneborn “Sonogrout” 

 
2.3 METAL REINFORCEMENT 
 

A. Reinforcing bars:  Deformed steel bars in accordance with ASTM A615, Grade 60, clean and free 
from loose rust, scale, or other coatings that will reduce bond. 

 
B. Welded wire fabric reinforcing:  ASTM A 185 No. 6 steel wire spot-welded at intersections and of 

size 6 by 6 inch mesh. 
 

C. Metal accessories:  Include spacers, chairs, bolsters, ties, and other devices necessary for 
properly placing, spacing, supporting and fastening reinforcement in place. 
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PART 3 - EXECUTION 
 
3.1 INSTALLING EQUIPMENT FOUNDATIONS (HOUSEKEEPING PADS) 
 

A. Provide 4- inch-high concrete foundations (housekeeping pads) for floor-mounted equipment 
unless otherwise noted.  Furnish foundations, bolts, sleeves, and appurtenances and install as 
recommended by equipment manufacturer.  Anchor the concrete foundations by dowels inserted 
into the floor slab.  Provide welded wire fabric reinforcement. 

 
B. Unless otherwise specified, install concrete work in accordance with the requirements of Division 

03. 
 

C. Equipment shall be properly aligned.  Level and grout equipment where necessary.  Support 
conduit independently of equipment and so as not to cause a strain or thrust. 

 
D. Coordinate exact locations and configurations of equipment, foundations, and supports with the 

approved shop drawings of the equipment. 
 
3.2 INSTALLING OUTDOOR EQUIPMENT FOUNDATIONS 
 

A. Provide equipment foundations of size and thickness indicated. 
 

B. Place reinforcement accurately in position shown, securely fasten, and support to prevent 
displacement before or during pouring.  Clean, bend, place, and splice reinforcement in 
accordance with approved shop drawings.  Lap ends and sides of mesh reinforcement in slabs 
not less than one mesh. 

 
1. Coverage of main reinforcing shall be as follows:  Slabs, 0.75 inch (19 mm); concrete poured 

against earth, 3 inches (75 mm); other locations, 2 inches (50 mm). 
 

C. Properly align, level, and grout equipment. 
 

END OF SECTION 
 


